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FRONT VIEW SIDE VIEW

Operating Temperature: -20° to +60° C
Storage Temperature: -20° to +60°C
Power: Vehicle 7-amp 12-volt DC power supply or AC adapter 
7-amp 12-volt
Initial Power Stabilization Time: Up to 5 seconds
Construction: Die-casted zinc 
Product Weight: 8.0 lbs.
Product Dimension: 6.0"H x 4-1/4"W x  3-1/2"D 
Product with WiFi Antenna: WiFi antenna extends an additional 
1-1/2” from side of unit and adds up to 4-1/4” above the unit when 
oriented upwards
Note: The antenna rotates and can be adjusted to a down position.

Finish: Powder coating

PRODUCT SPECIFICATIONS

FEATURES
Secures 1 Knox eKey and 1 Knox mechanical key
Utilizies KnoxConnect Management System:  
Cloud-only (WiFi or Ethernet)
Stores up to 5,000 User PIN codes
Records up to 16,000 audit trail events
User configuration and access activity tracked by user,  
date and time
Access key using 4-10 digit PIN code
Tamper monitor, with or without 12v power
Keypad illuminates for day or night visibility
2 alert LEDs
Can hold a Knox FDC Wrench

The Knox eLock System, an electronic rapid access solution, is enhanced with KeySecure 6, the master key 
retention that is heightened with new security, comprehensive accountability, and support capabilities.    

Programmed by KnoxConnect™ Management System, a cloud-based software used to sync and manage 
system users, data, and devices, the Knox KeySecure 6 holds one Knox eKey and can also hold one mechanical 
Knox Master key as departments transition to the new electronic system. All administrative functions are 
completed in KnoxConnect. The KeySecure 6 communicates to KnoxConnect using either WiFi or Ethernet 
connectivity to sync electronic device activities and make automatic updates to the KeySecure device.

Reduces liability of lost keys
Flexible, holds 1 Knox mechanical key as departments  
transition to new electronic solution
Leverages KnoxConnect to configure devices, manage 
users and retrieve audit trail information 
Provides ability to secure and support shared systems
Manages accountability, recording key releases
Network-enabled, connects to any computer or mobile  
device via a WiFi or Ethernet network to collect device  
history and program user access
LED above key will flash when key is removed  
Secure mutual aid options using electronic or mechanical key

BENEFITS

OPTIONS
60˚, 90˚, or flat-mount bracket
Mechanical key is optional
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