
	Date:      
	Revised Date:      

	[bookmark: Text52]Campus/Facility:      
	[bookmark: Text97]Client:      

	[bookmark: Text57](Address)      

	[bookmark: Text49]Building Name(s):      
	[bookmark: Text55]Building Numbers:      

	Project Title:      

	[bookmark: Text69]Architect/Engineer:       

	[bookmark: Text72]JDE #        
	Estimated Project Cost:      

	Code Enforcement Jurisdiction:	|_|  DASNY
	[bookmark: Text100]|_|  Other:     
	Variance Requested: |_| Yes |_| No

	[bookmark: Text98]Occupancy Classification(s):       (Group I Condition):      
Risk Category:      
	[bookmark: Text99]Construction Classification:      
Seismic Design Category:      

	NFPA 101 Life Safety Code (for OPWDD & OMH Facilities): 
 (Complete Attachment #3 or #4 as applicable. Use link below)
	Life Safety Code Occupancy Chapter (s):      
Life Safety Code Construction Classification:      
FSES Utilized:        Attach Copy.

	Project Type:
Check all that apply. Refer to the Existing Building Code for definitions.
	|_|   New Building
|_|   Repair
|_|   Alteration Level 1
|_|   Alteration Level 2
	|_|   Alteration Level 3
|_|   Change of Occupancy
|_|   Addition
|_|   Historic Building
	|_|  Demolition
|_|  Chapter 4. Prescriptive Compliance Method
|_|  Chapter 14. Performance Compliance Methods.  
	

	Work Involved:
	|_|  General Construction
	|_|  Structural
	|_|  Site Work

	Check all that apply.
	|_|  Roofing
	|_|  Mechanical
	|_|  Sprinkler

	
	|_|  Asbestos Abatement/Environmental
	|_|  Plumbing
	|_|  Elevators

	
	|_|  Fire Alarm
	|_|  Electrical
	|_|  Other       

	Statement of Special Inspections Required: |_|Yes    |_|No

	Comments:      



	LEGEND:  NA: Not Applicable, NR: Not Required, NP: Not Permitted 
FC: Fire Code, PC: Plumbing Code, MC: Mechanical Code, FGC: Fuel Gas Code, ECCC: Energy Conservation Construction Code 

	No
	Topic
	Building Code Section (unless otherwise noted)
	Required/ Allowed
	Actual
	Comment

	1
	Fire Apparatus Access Road
	FC503.1, Appendix D
	     
	     
	     

	
	Proximity to building
	FC503.1.1
	     
	     
	150 feet |_|
Exceptions or comments:      

	
	Dimensions

	FC503, 
Appendix D

	Width
	20 ft. typ.|_|
	At hydrants 26 ft. |_|
	26 ft. typ. |_|

	
	
	
	
	13.5 ft. |_|
Overhead obstructions? Yes |_| No |_|
     

	
	
	
	Vertical Clearance
	

	
	
	
	
	

	
	
	
	Aerial Fire Apparatus Access
	Required?
Yes |_| No |_|
	Proximity to building 
      ft.

	
	
	
	
Surface
	Type:      
	Capable of supporting loads:
75,000 lbs. Yes |_| No |_|
     

	
	
	
	
	Required? (For dead ends exceeding 150 ft.) 
Yes |_| No |_|         
120 ft. Hammerhead |_|    60 ft. “Y” |_|
96 ft. diameter cul-de-sac |_|
Special approval (over 750 ft.) |_|

	
	
	
	Dead Ends &
	

	
	
	
	Turnaround
	

	
	
	
	
	

	2
	High Rise Buildings
	403
	     
	     
	     

	
	Reduction in Fire Rating
	403.2.1
	
	
	Indicate any reduction in Fire Ratings below      

	
	Type of Construction
	403.2.1.1
	     
	     
	     

	
	Shaft Enclosures
	403.2.1.2
	     
	     
	     

	
	Structural Integrity of Interior Exit Stairway and Elevator Hoistway Enclosures
	403.2.2
	     
	     
	Provide Information for Risk Category III or IV and for all Buildings more than 420 ft. in height.      

	
	Sprayed Fire-Resistant Materials
	403.2.3
	     
	     
	Indicate Bond Strength.      


	
	Sprinkler Protection
	403.3
	     
	     
	     


	
	Water supply to required Fire Pumps
	403.3.2
	     
	     
	Indicate number of Water Supplies.      

	
	Secondary Water Supply
	403.3.3
	     
	     
	      


	
	Emergency Systems
	403.4
	     
	     
	     

	
	Smoke Detection & Fire Alarm System
	403.4.1, 403.4.2
	     
	     
	     

	
	Standpipe System
	403.4.3
	     
	     
	     

	
	Emergency Voice/Alarm Communication System
	403.4.4
	     
	     
	     

	
	Emergency communication coverage
	403.4.5
	     
	     
	|_|Wired    |_|Radio    |_|Other
     

	
	Fire Command Center
	403.4.6
	     
	     
	     

	
	Smoke Removal 
	403.4.7
	     
	     
	     

	
	Standby & Emergency Power
	403.4.8
	     
	     
	     

	
	Equipment Room Separation
	403.4.8.1
	     
	     
	     

	
	Fuel Line Piping Protection
	403.4.8.2
	     
	     
	     

	
	Means of Egress: Remoteness of interior Exit Stairways
	403.5.1
	     
	     
	     

	
	Smokeproof Enclosures
	403.5.4
	     
	     
	     

	
	Luminous Egress Path Markings
	403.5.5
	     
	     
	     

	
	Elevators
	403.6
	     
	     
	|_| Fire Service Access   |_| Occupant Evacuation
     

	3
	Stairway Access to Roof
	FC504.3
	     
	     
	     

	4
	Atriums
	404
	     
	     
	     

	
	Automatic Sprinkler Protection
	404.3
	     
	     
	     

	
	Fire Alarm System
	404.4 
FC 907.2.14
	     
	     
	     

	
	Smoke Control
	404.5, 909
	     
	     
	     

	
	Enclosure of Atriums
	404.6
	     
	     
	     

	
	Standby Power
	404.7, 909.11
	     
	     
	     

	
	Exit Access Travel Distance
	404.9
	     
	     
	     

	5
	Group I-2
	407
	
	
	Provide analysis.      

	
	Corridors Continuity and Separation
	407.2
	     
	     
	     

	
	Corridor Wall Construction
	407.3
	     
	     
	     

	
	Smoke Barriers
	407.5
	     
	     
	     

	
	Automatic Sprinkler System
	407.7
	     
	     
	     

	
	Fire Alarm System & Automatic Fire Detection
	407.8, 407.9
	     
	     
	     


	
	Secured Yards
	407.10
	     
	     
	

	6
	Hazardous Materials Control Areas
	414.2
	     
	     
	Provide additional information indicating number, size, materials stored, and quantity of each material. 
     

	7
	I-1, R-1, R-2, R-3 & R-4
	420
	
	
	Provide analysis.      

	
	Dwelling and Sleeping Unit Separation
	420.2
	     
	     
	     

	
	Dwelling and Sleeping Unit Horizontal Separation
	420.3
	     
	     
	

	
	Automatic Sprinkler System
	420.4
	     
	     
	     

	
	Fire Alarm System & Smoke Alarms
	420.5
	     
	     
	     

	
	Dormitory Cooking Facilities
	420.11
	     
	     
	     

	8
	Building Area & Height
	501
	
	
	Provide information in Attachment 1. Use link below.      

	9
	Mixed Use and Occupancies: 
	508 
	
	
	Provide analysis. 
     

	
	Accessory Occupancies
	508.2
	     
	     
	     

	
	Nonseparated Occupancies
	508.3
	     
	     
	     

	
	Separated Uses (Ratio < 1)
	508.4
	     
	     
	     

	10
	Incidental Uses:
	509, Table 509.1
	     
	     
	     

	11
	Construction Classification
	602
	
	
	Provide analysis.
     

	
	Fire-Resistance Rating of Building Elements
	602.1, Table 601
	     
	     
	     

	
	Exterior Wall Fire-Resistance Rating
	602.1, Table 601, Table 705.5
	     
	     
	     

	
	Exterior Fire Separation Distance 
	602.1 
Table 705.5
	     
	     
	     

	
	Combustible Material in Types I & II Construction
	603
	[bookmark: Text158]     
	[bookmark: Text159]     
	[bookmark: Text176]     

	12
	Fire-Resistive Construction
	701.1, 703
	
	
	Provide analysis.      

	
	Individual Encasement of Columns and Primary Structural Frame
	704.2
	     
	     
	     

	
	Protection of Secondary Members
	704.3
	     
	     
	     

	
	Attachments to Structural Members
	704.5, 704.5.1
	     
	     
	     

	
	Exterior Wall: Allowable Area of Openings:
	705.9
	     
	     
	     

	
	   Protected
	705.9.2
	     
	     
	     

	
	   Unprotected
	705.9.3
	     
	     
	     

	
	Exterior Wall: Vertical Separation of Openings
	705.9.5
	     
	     
	     

	
	Parapets
	705.12
	     
	     
	     

	
	Fire Walls
	706
	     
	     
	     

	
	Party Walls
	706.1.1
	     
	     
	     

	
	Fire Barriers
	707
	     
	     
	     

	
	Fire Partitions
	708
	     
	     
	     

	
	Smoke Barriers
	709
	     
	     
	     

	
	Smoke Partitions
	710
	     
	     
	     

	
	Floor & Roof Assemblies
	711
	     
	     
	     

	
	Vertical Opening
	712
	     
	     
	     

	
	Shaft Enclosures
	713
	     
	     
	     

	
	Penetrations
	714
	     
	     
	     

	
	Joints and Voids
	715
	     
	     
	     

	
	Opening Protectives
	716
	     
	     
	     

	
	Fire Doors in Corridors / Smoke and Draft Control
	716.1 / 716.2
	     
	     
	Required fire-rated corridor doors must also meet the requirements for smoke and draft control in section 716.2.2.1.1. Per 716.2.9.3 this requires S labels.
     

	
	Ducts and Air Transfer Openings
	717
	     
	     
	       

	
	Concealed Spaces
	718
	     
	     
	     

	
	Prescriptive Fire Resistance
	721
	     
	     
	Provide Specific item numbers from Tables      

	
	Calculated Fire Resistance
	722
	     
	     
	Provide Specific Components and Calculations from Tables      

	13
	Interior Finishes, trim and decorative materials
	801.1
	
	
	Provide analysis.       

	
	Wall & Ceiling: Exits
	803.1, 803.13
Table 803.13
	     
	     
	     

	
	Wall & Ceiling: Corridors
	803.1, 803.13
Table 803.13
	     
	     
	     

	
	Wall & Ceiling: Rooms/Spaces
	803.1, 803.13
Table 803.13
	     
	     
	     

	
	Interior Floor Finish
	804
	     
	     
	     

	
	Combustible Materials in Type I and II Construction
	805
	     
	     
	Indicate use.      

	
	Combustible Decorative Materials
	806.2, 806.4
	     
	     
	Provide Percentage of combustible decorative materials.       

	14
	Fire Protection: General
	901.1, 901.2
	
	
	      

	
	Fire Pump & Riser Rooms
	902
	     
	     
	     

	
	Automatic Sprinkler System
	903
	     
	     
	Indicate Type of Sprinkler System
|_| NFPA 13 |_| NFPA 13R |_| NFPA 13D
     

	
	Alternative Automatic Fire Extinguishing System
	903.1.1, 904
	     
	     
	     

	
	Dormitory Domestic Cooking Facilities
	904.15, 420.11
	     
	     
	|_| Ignition Prevention |_| Suppression System
     

	
	Standpipe System
	905
	     
	     
	     

	
	Portable Fire Extinguishers
	906
	     
	     
	     

	
	Fire Alarm and Detection System
	907
	     
	     
	Indicate Type of Fire Alarm System
|_| Addressable  |_| Conventional (zoned) 
     

	
	Smoke Detection System
	907
	     
	     
	     

	
	Emergency Voice/Alarm Communication System
	907.5.2.2
	     
	     
	     

	
	Occupant Notification Systems
	907.5 & Appendix E Table E104.2.1
	     
	     
	Indicate the number accessible and hearing-impaired rooms to be provided with visual appliances.      

	
	Smoke Control Systems
	909
	     
	     
	Provide Analysis per 909.4.      


	
	Smokeproof Enclosure/ Stair Pressurization
	909.20, 1023.12
	     
	     
	     


	
	Fire Command Center
	911
	     
	     
	     

	
	Fire Department Connections & Signage
	912
	     
	     
	Location shall be approved by Local Fire Chief. 
     

	
	Fire Pumps
	913
	     
	     
	     

	
	Equipment Room Identification
	914.2
	     
	     
	     

	
	Carbon Monoxide Detection
	915/FC915
	     
	     
	Indicate the Type of CO Detection
|_| Independent CO System  |_| CO Alarms 
|_| CO Detection connected to FACP  
     

	
	Gas Detection Systems
	916
	     
	     
	     

	
	Mass Notification Systems
	917/FC917
	     
	     
	     

	
	Emergency Responder Communication Coverage
	918/FC510
	     
	     
	     

	
	Fire Hydrants
	FC507.5
NFPA 25
	     
	     
	For Apparatus Access Roads: Yes |_| N/A |_|
For Standpipe Systems: Yes |_| N/A |_|
Protection Required (FC312): Yes |_| No |_|
     

	
	Combustible Dust-Producing Operations
	FC Ch.22
	     
	     
	     

	15
	Means of Egress
	1001.1, 1001.2
	
	
	Provide information in Attachment 1. Use link below.      

	
	Occupant Load & Means of Egress Sizing
	1004, 1005
	     
	     
	Provide information in Attachment 1. Use link below.      

	
	Common Path of Egress
	1006.2.1, Table 1006.2.1
	     
	     
	     

	
	Egress Based on Use
	1006.2.2
	     
	     
	Indicate type of room requiring additional egress elements.     

	
	Single Exits
	1006.3.4
	     
	     
	     

	
	Remoteness of Exits
	1007.1.1
	     
	     
	     

	
	Emergency Lighting
	1008.3
	     
	     
	     

	
	Accessible Means of Egress
	1009.1
	     
	     
	     

	
	Elevator Required
	1009.2.1
	[bookmark: Text115]     
	[bookmark: Text117]     
	[bookmark: Text118]     

	
	Elevator Accessed from “Area of Refuge” 
	1009.4
	     
	     
	     

	
	Area of Refuge
	1009.6
	     
	     
	     

	
	Two-Way Communication
	1009.6.5, 1009.8.1, 1009.8.2
	     
	     
	     

	
	Panic and Fire Exit Hardware
	1010.2.8
	     
	     
	     

	
	Delayed Egress Locks
	1010.2.12
	     
	     
	     

	
	Controlled Egress Doors
(I-1 & I-2 only)
	1010.2.13
	     
	     
	     

	
	Stairways
	1011.1
	     
	     
	     

	
	Ramps
	1012.1
	     
	     
	     

	
	Exit Signs
	1013.1
	     
	     
	     

	
	Handrails
	1014.1
	     
	     
	     

	
	Guards
	1015.1
	     
	     
	     

	
	Mechanical Equipment, (Guards)
	1015.6
	     
	     
	     

	
	Window Opening Control Devices
	1015.8
	     
	     
	     

	
	Exit Access
	1016.1
	     
	     
	     

	
	Exit Access Travel Distance
	1017.1
	     
	     
	     

	
	Exit Access Stairways and Ramps
	1019.1
	     
	     
	     

	
	Corridors & Fire Rating
	1020.1, 1020.2, Table 1020.2
	     
	     
	     

	
	Hoistway Opening Protection
	1020.2.1
	     
	     
	Where fire-resistance rated corridors are required, section 3006.2.1 requires an enclosed elevator lobby or smoke doors.      

	
	Corridor Width and Capacity
	1020.3
	     
	     
	     

	
	Dead End Corridor
	1020.5
	     
	     
	     

	
	Interior Exit Stairways and Ramps & Fire Rating
	1023.1, 1023.2
	     
	     
	     

	
	Interior Exit Stairway and Ramp Exterior Walls
	1023.7
	     
	     
	     

	
	Barriers at Level of Exit Discharge
	1023.8
	     
	     
	     

	
	Smokeproof Enclosure
	1023.12
	     
	     
	     

	
	Exit Passageways
	1024.1
	     
	     
	     

	
	Luminous Egress Path Markings
	1025.1
	     
	     
	     

	
	Horizontal Exit
	1026.1
	     
	     
	     

	
	Exterior Exit Stairs and Ramps
	1027.1
	     
	     
	     

	
	[bookmark: Text116]Exit Discharge
	1028.1
	     
	     
	     

	
	Egress Courts
	1029.1
	     
	     
	     

	
	Assembly
	1030.1
	     
	     
	     

	
	Emergency Escape & Rescue
	1031.1
	     
	     
	     

	
	College University Fire Safety & Evacuation Plan and Diagrams
	FC403.9.2.3
	     
	     
	     

	16
	Accessibility
	1101.1, 1102.1,
ICC A117.1-2017
	
	
	     

	
	General Exceptions
	1103.2
	     
	     
	Identify any applicable exceptions.      

	
	Accessible Route
	1104.1
	[bookmark: Text27]     
	[bookmark: Text31]     
	[bookmark: Text34]     

	
	[bookmark: Text175]Accessible Entrance
	1105.1
	     
	     
	     

	
	Parking
	1106.1
	     
	     
	     

	
	Motor-Vehicle-Related Facilities
	1107.1
	     
	     
	Requirements for accessible vehicle spaces at EV charging stations.     

	
	Dwelling & Sleeping Units
	1108.1
	     
	     
	      

	
	Special Occupancies (Seating, Dining, etc.)
	1109.1
	     
	     
	     

	
	Toilet and Bathing Facilities
	1110.2
	     
	     
	      

	
	Laundry Equipment
	1110.6
	     
	     
	     

	
	Drinking Fountains
	1110.7
	     
	     
	Where one is required, two shall be provided. One at an accessible height, one for standing persons.      

	
	Bottle-Filling Stations
	1110.8
	     
	     
	     

	
	Platform Lifts
	1110.11
	     
	     
	      

	
	Recreational Facilities
	1111.1
	     
	     
	     

	
	Signage
	1112.1
	     
	     
	     

	17
	Interior Environment
	1201
	
	
	     

	
	Ventilation
	1202
	     
	     
	     

	
	Unvented Attic & Enclosed Rafter Assemblies
	1202.3
	[bookmark: Text104]     
	[bookmark: Text105]     
	[bookmark: Text106]     

	
	Light: Natural/Artificial
	1204
	     
	     
	     

	
	Sound Transmission
	1206
	     
	     
	     

	
	Minimum Ceiling Heights
	1208.2
	     
	     
	     

	
	Access to Unoccupied Spaces
	1209.1
	     
	     
	     

	
	Toilet & Bathroom Requirements
	1210
	     
	     
	     

	18
	Energy Conservation 
	1301
ECCCNYS
	
	
	Provide information in Attachment 2. Use link below.      

	19
	Exterior Walls
	1401
	
	
	     

	
	Weather Protection
	1402.2, 1404.2
	     
	     
	     

	
	Vapor Retarders
	1404.3
	     
	     
	     

	
	Installation of Wall Coverings
	1404.1
	     
	     
	     

	
	Combustible Exterior Wall Coverings
	1405.1
	     
	     
	     

	20
	Roof Assemblies and Rooftop Structures
	1501.1
	
	
	     

	
	Roof Drainage
	1502.1
	     
	     
	     

	
	Weather Protection
	1503.1
	     
	     
	     

	
	Fire Classification
	1505.1
	     
	     
	     

	
	Roof Covering
	1507.1
	     
	     
	     

	
	Ice Barriers
	1507.1.2
	     
	     
	     

	
	Rooftop Structures
	1511.1
	     
	     
	     

	
	Reroofing
	1512.1
	     
	     
	     

	
	Photovoltaic Systems
	1505.8, 1505.9
3111.3
	     
	     
	     

	21
	Structural Requirements
	1601.1
	
	
	Provide information in Attachment 1. Use link below.      

	
	Truss Type, Pre-Engineered Wood or Timber Construction
	19-NYCRR Part 1264/1265
	     
	     
	Provide information in Attachment 1. Use link below.      

	22
	Special Inspections and Tests
	1701.1
	
	
	At 60% submissions and thereafter, complete DASNY’s Statement of Special Inspections form and provide by separate attachment.      

	
	Group R Fire-Resistant Penetrations and Joints
	1705.18
	     
	     
	Special Inspection required for Group R with an occupant load greater than 250.      

	23
	Foundation
	1801.1
	
	
	Provide information in Attachment 1. Use link below.      

	
	Frost Protection at Required Exits
	1809.5.1
	     
	     
	     

	24
	Safety Glazing
	2406
	
	
	     

	25
	Foam Plastic Insulation
	2603
	     
	     
	     

	
	Thermal Barrier
	2603.4
	     
	     
	     

	26
	Electrical
	2701.1
	
	
	     

	
	Emergency & Standby Power
	2702.1
	     
	     
	     

	
	Elevator & Platform Lifts
	2702.2.2
	     
	     
	     

	
	Emergency Responder Radio Coverage Systems
	2702.2.3
	     
	     
	     

	
	Exhaust Systems
	2702.2.5
	     
	     
	     

	
	Exit Signs
	2702.2.6
	     
	     
	     

	
	High Rise Building
	2702.2.11
	     
	     
	     

	
	Means of Egress Illumination
	2702.2.14
	     
	     
	     

	
	Smoke Control Systems
	2702.2.17
	     
	     
	     

	
	Electrification Ready
	2704.1
	[bookmark: Text121]     
	[bookmark: Text122]     
	[bookmark: Text123]     

	27
	Mechanical Systems
	2801.1
	
	
	     

	
	Fire & Smoke Dampers
	717.5
	     
	     
	     

	
	Ventilation
	MC401.1
	     
	     
	|_| Natural |_| Mechanical
Provide additional analysis by separate attachment as needed.      

	
	Exhaust Systems
	MC501.1
	     
	     
	     

	
	Commercial Kitchen Hoods & Makeup Air
	MC507, MC508
	     
	     
	|_| Type I |_| Type II      cfm exhaust/makeup
      

	
	Smoke Control Systems
	MC512
	     
	     
	Provided analysis by separate attachment.      

	
	Fan Shutdown
	MC606
	     
	     
	     

	
	Combustion Air
	MC701.1 & FGC304.1
	     
	     
	     

	
	Chimneys, Flues & Gas vents
	MC801.1 & FGC501.1
	     
	     
	Provide diameter of chimney/gas vents.      

	
	Refrigerant Piping
	MC1107
	     
	     
	     

	28
	Plumbing
	2901.1 
	
	
	      

	
	Minimum Number of Fixtures
	2902.1 & PC403.1
	     
	     
	Provide information in Attachment 1. Use link below.      

	
	Maximum Consumption
	PC604.4
	     
	     
	     

	
	Available Street Water Pressure
	PC604.6
	     
	     
	     

	
	Water Supply Materials (Materials, Joints and Connections)
	PC605
	     
	     
	     

	
	Protection of Potable Water Supply
	PC608
	     
	     
	|_| RPZ |_| DCVA
     

	
	Fixture Units
	PC709.1
	     
	     
	     

	
	Vents
	PC901.1
	     
	     
	Individual Vent: |_| Yes   |_| No
Common Vent: |_| Yes   |_| No
Wet Venting: |_| Yes   |_| No
Waste Stack Vent: |_| Yes   |_| No
Circuit Venting: |_| Yes   |_| No
     

	
	Trap Seals
	PC1002.4
	     
	     
	     

	
	House Traps
	PC1002.6
	     
	     
	     

	
	Interceptors
	PC1003.1
	     
	     
	Identify type (i.e., grease, oil, alarm system, etc.). 
     

	29
	Elevator & Conveying Systems
	3001.1
	
	
	     

	
	Elevator Emergency Communications Systems
	3001.2
	     
	     
	     

	
	Elevator Car sized to Accommodate a Stretcher
	3002.4
	     
	     
	     

	
	Elevator Fire Fighters’ Emergency Operation
	3003.2
	     
	     
	     

	
	Machine, Control Rooms/ Spaces Fire Rating
	3005.4
	     
	     
	     

	
	Shunt Trip
	3005.5
	     
	     
	     

	
	Elevator Lobbies and Hoistway Opening Protection
	3006.1
	     
	     
	      

	
	Fire Service Access Elevators
	3007.1
	     
	     
	     

	
	Occupant Evacuation Elevators
	3008.1
	     
	     
	     

	
	Escalators
	3004.2
	     
	     
	     

	30
	Special Construction
	3101.1
	
	
	     

	
	Pedestrian Walkways/ Tunnels
	3104.1
	     
	     
	     

	
	Awning and Canopies
	3105.1
	     
	     
	     

	
	Swimming Pool Barriers
	3109.3
	     
	     
	     

	
	Swimming Pool Entrapment protection
	3109.4
	     
	     
	     

	
	Swimming Pool Alarms
	3109.5
	     
	     
	     

	
	Solar Energy Systems
	3111.1
	     
	     
	     

	
	Intermodal Shipping Container
	3114
	     
	     
	     


	[image: A black and blue sign with white text
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ATTACHMENT 1


ATTACHMENT 1


Note that this attachment must be printed separately from the main Code Compliance Review form.  



		Date:       

		[bookmark: Text196]Revised Date:      



		[bookmark: Text52]Campus/Facility:      



		Project Title:      



		[bookmark: Text72]JDE #        



		Comments:       







[bookmark: Text197]ADDITIONAL INFORMATION        



ALLOWABLE FLOOR AREA (503/506)

Check One: |_| (NS)Non-Sprinklered    |_| (S1) Sprinklered One Story     |_| (SM)Sprinklered Multiple Stories 

 	|_|(S13R) Sprinklered NFPA 13R system



		STORY NO.



		BLDG AREA PER STORY (ACTUAL)

		TABLE 506.2 AREA

		FRONTAGE INCREASE1

		ALLOWABLE AREA 



		[bookmark: Text120]     

		     

		     

		     

		     



		     

		     

		     

		     

		     



		     

		     

		     

		     

		     



		     

		     

		     

		     

		     



		     

		     

		     

		     

		     



		     

		     

		     

		     

		     



		     

		     

		     

		     

		     





1 Frontage increases from Section 506.3 are computed thus:

a. [bookmark: Text124]Perimeter which fronts a public way or open space having 20 feet minimum width =         (F)

b. [bookmark: Text125]Total Building Perimeter=        (P)

c. [bookmark: Text126]Ratio (F/P) =        (F/P)

d. [bookmark: Text127]W = Minimum width of public way   =        (W) or Weighted average =        (W)

e. [bookmark: Text128]Percent of frontage increase   If = [F/P - 0.25] x W/30	=        (%)



MAXIMUM BUILDING AREA1,2 (506.2)

¹ Maximum Building Area = (Aa) max allowable floor area, (At) Tabular allowable area, (NS) Tabular allowable area Non-Sprinklered, (If) Area Increase for Frontage, (Sa) Actual Number of Stories, not to exceed 3).  Aa=[At (NS x If] x Sa

2 Mixed Occupancy, Multi-story: Aa=[At + (NS x If)]



		[bookmark: Text113]ACTUAL:      

		[bookmark: Text114]ALLOWABLE:      









ALLOWABLE HEIGHT (503/504)



		

		ACTUAL HEIGHT IN FEET

		ALLOWABLE

(TABLE 504.3)

		ACTUAL HEIGHT IN STORIES

		ALLOWABLE

(TABLE 504.4)



		Building Height 

		[bookmark: Text133]Feet:      

		[bookmark: Text129]Feet:       

		Stories:      

		Stories:      








STRUCTURAL DESIGN



DESIGN LOADS:

[bookmark: Text135]Risk Category (1604.5): 	      



[bookmark: Text139]Live Loads (1607):		Roof	      psf   Photovoltaic Panels  |_| Yes|_| No     Occupiable roof |_| Yes|_| No

[bookmark: Text140]			Floor	      psf



[bookmark: Text141]	Ground Snow Load (1608):			      psf (ASCE-7-22 or Figure 1608.2)	



[bookmark: Text142]Wind Load (1609):	Basic Wind Speed		      mph 

[bookmark: Text143][bookmark: OLE_LINK1]	Exposure Category    	     

	ASCE-7-22 Method		      (ASCE-7-22 Chapters 26 - 30)

	Design Wind Load		      mph (Attach Calculations)



Soil Lateral Loads (1610): 			      psf per foot of depth



Rain Loads (1611, ASCE 7 Ch. 8):		      psf



Flood Hazard Area (1612): |_| Yes 	|_| No     

	if Yes, provide Flood Hazard Documentation.  (Chapter 5 of ASCE 7 and ASCE 24) 

		

SEISMIC REQUIREMENTS (1613/ASCE-7-22)

Risk Category		     

Site Class		      (ASCE 7, Chapter 20)

Design Acceleration Parameters:		SDS	     	SD1	     

Importance Factor	     

[bookmark: Text149]Seismic Design Category	      (ASCE 7 or 1613)

	

	SEISMIC DESIGN CATEGORY A

Compliance with ASCE-7 Section 11.7: 	|_| Yes 	|_| No	

	

SEISMIC DESIGN CATEGORY B, C, & D

Provide the following Seismic Design Parameters:

Basic structural system (check one)

[bookmark: Check101][bookmark: Check105]|_|  Bearing Wall			              |_|  Dual w/Intermediate Moment Frame

[bookmark: Check102]|_|  Building Frame		              |_|  Shear Wall-Frame Interactive

[bookmark: Check103]|_|  Moment-Resisting Frame	              |_|  Cantilevered Column 

[bookmark: Check104][bookmark: Check106]	|_|  Dual w/Special Moment Frame		|_|  Steel Systems Not Specifically Detailed



[bookmark: Check107][bookmark: Check108]Analysis Procedure:     	|_|  Simplified Alternative |_| Equivalent Lateral Force   |_| Modal Response Spectrum    

[bookmark: Check109]|_|  Linear Response History	|_|  Non-linear Response History



[bookmark: Check110]Architectural, Mechanical, and Electrical Components anchored?  |_|  Yes	|_|  No

Exemptions (ASCE 7-16; 13.1.4)	     

	

SOIL AND FOUNDATIONS DESIGN (CHAPTER 18)



Geotechnical Investigation Performed	|_| Yes	|_| No (if yes, provide copy of test report)

Recommended Allowable Soil Bearing Capacity	        psf

[bookmark: Text155]Presumptive Bearing Capacity          psf 

		

		2025 BUILDING CODE of NYS

ATTACHMENT 1 – ADDITIONAL INFORMATION











[bookmark: Text156]Deep Foundation type, size, and allowable capacity             

NYS Building Code – Attachment 1 Additional Information – 12/8/2025   		Page 1

NYS Building Code – Attachment 1 Additional Information – 12/8/2025   			Page 1

NYS Building Code – Attachment 1 Additional Information – 12/8/2025			Page 2

NUMBER AND ARRANGEMENT OF EXITS (1006/1007/1017)



		FLOOR, ROOM OR SPACE DESIGNATION

		MINIMUM 

NUMBER OF EXITS (1006)

		TRAVEL DISTANCE

(1017.1)

		REMOTENESS OF EXITS OR EXIT ACCESS DOORWAYS

(1007.1.1)



		

		REQ’D

		actual

		ALLOWABLE 

		ACTUAL 

		REQUIRED DISTANCE BETWEEN EXIT DOORWAYS

		ACTUAL DISTANCE SHOWN ON PLANS



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     







OCCUPANT LOAD & MEANS OF EGRESS SIZING (1004/1005)



		USE GROUP

OR SPACE

DESCRIPTION

		(a)

		(b)

		(c)

		(d)

		MEANS OF EGRESS SIZING (in)



		

		AREA

sq. ft.

		AREA PER

OCCUPANT

(TABLE 1004.1.2)

		OCCUPANT

LOAD

(ab)

		EGRESS CAPACITY PER OCCUPANT (1005.3)

		REQUIRED WIDTH

(1005.3.1, 1005.3.2) c x d

		ACTUAL WIDTH SHOWN ON PLANS



		

		

		

		

		STAIR

		OTHER

		stair

		OTHER

		STAIR

		OTHER



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     

		     







PLUMBING FIXTURE REQUIREMENTS (2902.1)



		OCCUPANCY

		WATERCLOSETS

		URINALS

		LAVATORIES

		SHOWERS/ TUBS

		DRINKING FOUNTAINS



		

		MALE

		FEMALE

		

		MALE

		FEMALE

		

		REGULAR

		ACCESSIBLE



		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     



		     

		     

		     

		     

		     

		     

		     

		     

		     







image1.png
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ATTACHMENT 2


ATTACHMENT 2


Note that this attachment must be printed separately from the main Code Compliance Review form.



		Date:       

		[bookmark: Text196]Revised Date:       



		[bookmark: Text52]Campus/Facility:       

		County:      



		Project Title:        



		[bookmark: Text72]Project No.:       



		Comments:       







Note: Code citations given are in reference to the 2025 ECCC of New York State, 2025 NYS ASHRAE 90.1, 2022 ASHRAE 90.1, & 2025 Building Code of New York State.



CLIMATE ZONE (C301.1, R301.1):	|_| 4		|_| 5		|_| 6



COMPLIANCE METHOD

     |_| For additions, alteration, repairs and change of occupancy to existing buildings, check here and skip to “Additions, Alterations, Repairs, or Change of Occupancy to Existing Buildings” below.

		|_| Prescriptive Compliance Option:



			|_|  C401.2.1(1) – Commercial Buildings – Comply with C402 to 406 and C408

|_|  R-value-based method (C402.1.3)

      |_|  U-factor, C-factor or F-factor-based method (C402.1.2)

               |_|  Component performance alternative (C402.1.4)

         |_|  R401.2.1 – Residential Buildings – Comply with R401 to R404 and R408

               |_|  R402.1.1 to R401.1.4, R402.1.6, or

               |_|  Component performance alternative (R402.1.1, R402.1.5, R402.1.6)



		|_| C401.2.1(2); R401.2.2 – Simulated Building Performance



			|_| Commercial (C407)

|_| Comply with C407, Table C407.2(1), AND one of the following (indicate):

|_| Annual Energy Cost ≤ PAEC per Equation 4-34.1 (C407.2(1)), OR

|_| Annual site energy use intensity (EUI) ≤ PEUI per Equation 4-34.2 (C407.2(2))

|_| Documentation attached in accordance with C407.3 



		|_| Residential (R405.2)



		|_| Compliance documentation attached (C405.3)



		|_| Compliance Software (ECCCNYS Section 101.5.1): (indicate which software below)

[bookmark: _Hlk211609854]	|_| REScheck	|_| COMcheck	|_| DOE-2	|_| Other Software:       (must be DOS-approved)



		|_| C401.2.2 – NYS ASHRAE 90.1-2025 Compliance Path (references below to ASHRAE Standard)



		|_| NYS ASHRAE 90.1-2025 Sections 4.2.2 through 4.2.5 (required for all compliance paths), and

|_| NYS ASHRAE 90.1-2025 Sections 5, 6, 7, 8, 9, 10, 11 (4.2.1.1(a.)), or

      |_| NYS ASHRAE 90.1-2025 Section 12 – Energy Cost Budget Method (4.2.1.1(b.)), or 

· Attach documentation in accordance with 12.7.2

               |_| NYS ASHRAE 90.1-2025 Normative Appendix G – Performance Rating Method (4.2.1.1(c.))

· Attach documentation in accordance with G1.3.2 (ASHRAE 90.1-2022)







		



		



		ADDITIONS, ALTERATIONS, REPAIRS, OR CHANGE OF OCCUPANCY IN EXISTING BUILDINGS:	|_| Yes   |_| No (C501, C501.2 OR 2025 NYS ASHRAE 90.1; )





			|_| Addition (C/R502)	|_| Alteration (C/R503)	|_| Repair (C/R504) 	|_| Change of Occupancy (C/R505)



		|_| Indicate here if complying with NYS ASHRAE 90.1 – 2025 (Commercial Only) – 

|_| Addition (4.2.1.2)	|_| Alteration (4.2.1.3)



		



		If yes, list building system(s) undergoing substantial alteration(s):       



		



		HISTORIC BUILDING: (Section C202, C/R501.5)          |_| Yes   |_| No (Provide copy of historic building report C/R501.5.1)





		PARTIALLY EXEMPT BUILDING: (C/R501.5, C402.1.1, ) 	|_| Yes   |_| No



		[bookmark: OLE_LINK1]If yes, describe exemption type/components:       



		



		



		



		







		BUILDING THERMAL ENVELOPE – OPAQUE ASSEMBLIES(C402/R402.1.3; R-value-based, and U-, C- and F-factor-based methods only; not required for component performance method, simulated building performance method, and NYS ASHRAE 90.1



		Fill in values below as applicable: 



		



		Occupancy Group (Section C/R402):  	|_| Group R	|_| All other groups			







		Roofs:		

		U-Value

		R-Value



		Insulation entirely above deck:

		     

		     



		Metal Buildings:

		     

		     



		Attic and Other:

		     

		     



		Walls, above Grade:



		Mass:

		     

		     



		Metal Building:

		     

		     



		Metal Framed:

		     

		     



		Wood Framed and other:

		     

		     



		Walls, Below-Grade:



		Below-Grade Walls:

		     

		     



		Floors:



		Mass:

		     

		     



		Joist/Framing:

		     

		     



		Slab-on-Grade Floors:



		Unheated slabs:

		     

		     



		Heated slabs:

		     

		     



		Opaque Doors:



		Swinging:

		     

		     



		Non-Swinging:

		     

		     



		Garage door <14% glazing

		     

		     



		Fireplaces:

		|_|Flue Dampers     |_| Tight-fitting Doors*    |_| Outside Combustion Air

		







FENESTRATION: (NYSECC Section C402.5, Table C402.5/R402.1.2, R402.1.3)

Vertical Fenestration (30% Maximum of gross above-grade wall area for R-values-based, and U-, C- and F-factor based methods)
Increased Vertical Fenestration area with Daylight Responsive Controls (See C402.5.1.1; ≤ 40% of gross above-grade wall area).

		

		U-Value

		



		

		

		



		Vertical Fenestration:



		Metal framing, Fixed Fenestration: 

		     

		



		Metal framing, Operable Fenestration: 

		     

		



		Nonmetal framing, all fenestration

		     

		



		Entrance Doors:

		     

		



		Solar Heat Gain Coefficient: Projection Factor:

		   SHGC

		Orientation: (N or SEW)



		PF < 0.2

		     

		     



		[bookmark: _Hlk210203978]0.2 ≤ PF < 0.5

		     

		     



		PF ≥ 0.5

		     

		     



		Skylights: (3% Maximum of the Gross Roof Area):		

		U-Value

		SHGC



		Skylights:		

		     

		     



		(Increased Skylight Area with Daylight Responsive Controls: 6% maximum)

		

		







AIR LEAKAGE: (ECCNYS Section C402.6/R402.5)

		Air Barrier (C402.6.1, R402.5.1)

		Describe:      

		

		



		Air Leakage Performance Testing (C402.6.2/R402.5.1.2)

		     Identify compliance option below)



		Compliance (402.6.2.1, C402.6.2.2, C402.6.2.3; R402.5.1.2)

		Describe:      



		Vapor Retarder (BCNYS 1404.3)



		    

Class:          Describe:      

		

		



		Fenestration Assembly:

		  cfm

		

		



		Windows:

		     

		

		



		Sliding Doors:

		     

		

		



		Swinging Doors

		     

		

		



		Skylights (w/weepage openings)

		     

		

		



		Skylights (all others)

		     

		

		



		Curtain wall:

		     

		

		



		Storefront glazing:

		     

		

		



		Commercial glazed swinging entrance doors:

		     

		

		



		Power-operated sliding and power-operated folding doors:

		     

		

		



		Revolving doors:

		     

		

		



		Garage doors: 

		     

		

		



		Rolling doors:

		     

		

		



		High Speed doors:

		     

		

		



		Outdoor air intakes & exhaust openings:

		      Gasketed, weatherstripped or sealed



		Rooms containing fuel-burning appliances located outside or isolated from inside thermal envelope:

		|_| Outside   |_| Inside   |_| N/A



		Air Intakes, Exhaust Openings, Stairways & Shafts provided with Shutoff Dampers:

		|_| Yes   |_| No



		Loading Dock Weatherseals:

		|_| Yes   |_| No



		Vestibules: 

		|_| Yes   |_| No

|_| Yes   |_| No     Describe:      



		Recessed Lighting

		







THERMAL BRIDGES IN ABOVE-GRADE WALLS (C402.7) – Commercial only



		|_| Balconies and Floor Decks (C402.7.1)

		|_| Vertical Fenestration (C402.7.4)



		|_| Cladding Supports (C402.7.2)

		|_| Parapets (C402.7.5)



		|_| Structural Beams and Columns (C402.7.3)

		





Identify thermal bridges and include details on the Construction Documents in accordance with C105.2(6)



MECHANICAL, SERVICE WATER HEATING & ELECTRICAL SYSTEMS: 

(Sections C403/C404/C405/C406, R403/R404)

		Describe HVAC system(s) type:	     



		Heating and cooling load calculations:  Attach calculations for all systems in accordance with ANSI/ASHRAE/ACCA 183.





		Controls (C403.4/R403.1):      

		



		|_| Thermostatic Controls (C403.4.1, R403.1)

		|_| Off-Hour Controls (C403.4.2)



		|_| Hot Water Boiler Temperature Reset (R403.2)

		|_| Zone Isolation (C403.2.1)



		|_| Shutoff Dampers (C403.7.7)

		|_| Freeze Protection System Controls (C403.14.4)



		|_| Economizer Fault Detection and Diagnostics (C403.5.5)

		|_| Hot Water Boiler Outdoor Temperature Setback (C403.1.6)



		|_| Heating & Cooling System Controls for Operable Openings

		|_| Humidification & Dehumidification Controls (C403.4.8)



		Demand Controlled Ventilation (C403.7.1):      

		Enclosed Parking Garage Ventilation Controls:      



		Energy Recovery Ventilation (C403.7.4):        

		Kitchen Exhaust System (C403.7.5):       



		Occupied Standby Controls (C403.7.8):       

		



		Duct Work:  |_| Low Pressure  |_| Medium Pressure  |_| High Pressure

		Duct Construction:       (C403.13.2, R403.3)



		Duct & Plenum Insulation (C403.13.1, R403.3):        R-value

		



		Piping insulation (C403.13.3; R403.4, R403.5.2) R-value: Steam:        Hot Water:        Chilled Water:        Mechanical:      

Ductwork Testing (R403.3.7):       indicate requirements, or, if applicable, exception being applied.

		



		Air System Design and Controls (C403.7):            

		Allowable Fan Motor Horsepower(C403.8.1):      



		

		Motor Nameplate Horsepower (C403.8.2):       



		Heating Outside a Building (C403.14.1, R403.9.1):       

		Fan Efficiency (403.8.3):      



		Snow and Ice Melt Controls (C403.14.2, R403.9.2):      

		Refrigeration Equipment Performance (C403.12):      



		Walk-in Coolers, Walk-in Freezers (C403.12.2):        

		Refrigerated Display Cases (C403.12.3):                     



		Economizers (C403.5.4):	     

		|_| Air Economizer      |_| Water-side Economizer



		Hydronic and Multiple-Zone HVAC System (C403.6):     

		Fan Control (C403.8):      



		Hydronic system controls (C403.4.3):	     

		Hydronic heat pump system (C403.4.3.3):       	



		Heat rejection (C403.4.3.3.2):	     

		Part-load Controls (C403.4.4):      



		Boiler Turndown (C403.3.4)	     

		Heat Rejection Equipment (C403.11):      
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		Complex HVAC Systems with Multiple Zones (C403.6):      



		Multiple Zone VAV System Optimization Control (C403.6.6):      



		Heat Recovery for Service Water Heating (C403.9.5):      



		Refrigeration Systems (C403.10.4):      







		Design Values:

		Heating

		Cooling



		Indoor temperature:

		     

		     



		Outdoor temperature:

		     

		     







Equipment Performance (C404.2/R403.5) Fill in values below as applicable:

		Equipment Type

		Size

		Rating

		Performance

				



		Electric Storage Water Heaters 

		     

		     

		     

		

		



		Electric Instantaneous Water Heaters

		     

		     

		     

		

		



		Storage Water Heater (Gas)

		     

		     

		     

		

		



		Instantaneous Water Heater (Gas)

		     

		     

		     

		

		



		Storage Water Heater (Oil)

		     

		     

		     

		

		



		Instantaneous Water Heater (Oil)

		     

		     

		     

		

		



		Hot Water Supply Boilers (Gas & Oil)

		     

		     

		     

		

		



		Hot Water Supply Boiler (Gas)

		     

		     

		     

		

		



		Hot Water Supply Boiler (oil)

		     

		     

		     

		

		



		Pool Heater (Gas & Oil)

		     

		     

		     

		|_| Time Switches

		|_| Pool Cover



		Heat Pump Pool Heater 

		     

		     

		     

		

		



		Unfired Storage Tanks

		     

		     

		     

		

		



		Furnaces (Table C403.3.2)

		     

		     

		     

		

		



		Chillers

		     

		     

		     

		|_| Electric

|_| Air cooled

		|_| Centrifugal

|_| Water cooled



		Condensers

		     

		     

		     

		|_| Air cooled

		|_| Water cooled



		Cooling Towers

		     

		     

		     

		

		



		Air Conditioners

		     

		     

		     

		|_| Air cooled

		|_| Water cooled



		

		

		

		

		

		



		Equipment Type

		Size

		Rating

		Performance

				



		Heat Pumps (Table C403.3.2) 

		     

		     

		     

		|_| Air cooled

		|_| Water cooled



		

		

		

		

		|_| Groundwater

		|_| Ground source 



		Package Units

		     

		     

		     

		|_| Heating

		|_| Cooling



		

		

		

		

		|_| Replacement

		|_| New Construction



		Unit Heaters

		     

		     

		     

		

		



		Energy Recovery

		     

		     

		     

		

		







		Fan System Motors (C403.8.2)

		     Horsepower:       

		  Constant Volume:       

		Variable Volume:       







Lighting (C405.2 – C405.5/R404) :

		Building:



		Interior Lighting Power (C405.3): 	      W/ft2            Total Connected Interior Lighting Power (C405.3.1):         



		Interior Lighting Controls (C405.2, R404.2):	     	



		Occupancy Sensors:	     



		Time Switch Control:	     



		Dimming Controls:	     



		Light Reduction Controls:	     



		Manual Lighting Controls:	     



		Daylight Responsive Control:	     



		Sidelit Daylight Zones:	     



		Toplit Daylight Zones:	     



		Exit Signs:	     



		Ext. Lighting Pwr (C405.5, R404.1.2):	      W/ft2



		Ext. Lighting Zone:	     



		Ext. Lighting Controls (C405.2.7, R404.3):	     







		Electrical Energy Consumption (Metering) (C405.6): 	|_| Yes   |_| No  



		(R-2 dwelling units only)



		Electrical Transformers (C405.7):       %Efficiency



		Electrical Motors (C405.8):       %Efficiency



		Vertical & Horizontal Transportation Systems and Equipment (C405.10):      



		Automatic Receptacle Control (C405.12):        identify spaces

Energy Monitoring (C405.13):         identify load categories, metering and reporting requirements



		Additional Efficiency Package Options (C406):



		|_|  Buildings with >2,000 sf conditioned floor area (Comply with C406.1.1)



		|_|  Buildings with >5,000 sf conditioned floor area (Comply with C406.1.1 and C406.1.2)



		|_|  Build-out>1,000 sf of conditioned floor area without final lighting or HVAC installed (Comply with C406.1.2)



		Indicate and exceptions that apply to above:      



		More Efficient Building Thermal Envelope:	     



		More Efficient HVAC Performance:	     



		PO1 Energy Monitoring:	      



		Energy Savings in Lighting Systems:	     



		Efficient Equipment Credits:	     



		



		Reduced Energy Use in Service Water Heating:	     

Additional Efficiency Package Requirements (R408):

Identify credits for additional energy efficiency:	      (Table R408.2, R408.2.1 through $408.2.11)



		[bookmark: _Hlk42595453]System Commissioning (C408 Commercial provisions only):



		Mechanical systems and service water-heating systems:  |_| Required  |_| Not required for:

i. Buildings with at less than 10,000 square feet gross conditioned floor area and combined heating, cooling, and service water heating capacity less than 960,000Btu/h.

ii. Components within dwelling units and sleeping units served by one of the following systems:

a. Simple unitary or packaged HVAC equipment listed in Table C403.3.2(1), C403.3.2(2), C403.3.2(4) or C403.3.2(5), each serving one zone and controlled by a single thermostat in the zone served.

b. Two-pipe heating systems installed in the dwelling, serving one or more zones.



If commissioning is required, provide commissioning plan developed by a registered design professional or approved agency including the following items (C408.2.1):

1. A narrative description of the activities that will be accomplished during each phase of commissioning, including the personnel intended to accomplish each of the activities.

2. A listing of the specific equipment, appliances or systems to be tested and a description of the tests to be performed.

3. Functions to be tested including, but not limited to, calibrations and economizer controls.

4. Conditions under which the test will be performed. Testing shall affirm winter and summer design conditions and full outside air conditions.

5. Measurable criteria for performance.





		HVAC Total System Performance (TSPR) Ratio Method (C409): |_| Yes   |_| No  



		Identify systems permitted to use TSPR Method:      

Documentation attached conforming to C409.5.3.1: |_| 
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ATTACHMENT 3


Note that this attachment must be printed separately from the main Code Compliance Review form.

Complete only if the Life Safety Code Chapters 18/19 are applicable to the project.



		Date:      

		Revised Date:      



		[bookmark: Text52]Campus/Facility:      

		[bookmark: Text97]Client:      



		Project Title:      



		[bookmark: Text72]JDE #        

		



		[bookmark: Text98]Life Safety Code Chapter:       

		[bookmark: Text99]Life Safety Code Construction Type (Table 18.1.6.1):      



		 Number of Beds:      

		Number of Individuals with an F-Score >12:      



		FSES Utilized:        (attach copy)

		



		Project Type:

Check all that apply. 

		|_|   New Building            |_|   Addition

		|_|   Renovation, Alteration |_| Change of Occupancy

		|_| Change of Use

		



		Comments:      







		LEGEND:  NA: Not Applicable, NR: Not Required, NP: Not Permitted 





		No

		Topic

		LSC Code Section (unless otherwise noted)

		Required/ Allowed

		Actual

		Comment



		1

		Addition Separation

		18/19.1.1.4.1

		[bookmark: Text166]     

		[bookmark: Text167]     

		[bookmark: Text168]     



		2

		Rehabilitation

		18/19.1.1.4.3

		     

		     

		      |_|>50% or> 4500 ft2 |_|≤50% or ≥4500 ft2 of area of the smoke compartment





		

		Sprinklered

		18/19.1.1.4.3.3

		     

		     

		     



		3

		Multiple Occupancies: 

		18/19.1.3

		     

		     

		      



		

		  Nonseparated Uses

		 18/19.1.3.2

		[bookmark: Text169]     

		[bookmark: Text170]     

		[bookmark: Text171]     



		

		  Separated Uses 

		 18/19.1.3.3

		[bookmark: Text174]     

		[bookmark: Text173]     

		[bookmark: Text172]     



		4

		Classification of Hazard of Contents

		18/19.1.5

		[bookmark: Text107]     

		[bookmark: Text108]     

		|_|Low     |_|Ordinary     |_|High

     



		5

		Occupant Load

		18/19.1.7

		     

		     

		     



		6

		Means of Egress:

		18/19.2

		

		

		     



		

		Doors

		18/19.2.2.2/7.2.1

		     

		     

		     



		

		Stairs

		18/19.2.2.3/7.2.2

		[bookmark: Text115]     

		[bookmark: Text117]     

		[bookmark: Text118]     



		

		Horizontal Exits

		18/19.2.2.5

		     

		     

		     



		

		Ramps

		18/19.2.2.6/7.2.5

		     

		     

		     



		

		Exit Passageways

		18/19.2.2.7/7.2.6

		     

		     

		     



		

		Fire Escape Ladders

		18/19.2.2.8/7.2.9

		     

		     

		     



		

		Areas of Refuge

		18/19.2.2.10/7.2.12

		     

		     

		     



		

		Capacity of Means of Egress

		18/19.2.3/7.3

		     

		     

		     



		

		Corridor width

		18/19.2.3.4

		     

		     

		     



		

		Number of Exits

		18/19.2.4/7.4

		     

		     

		     



		

		Arrangement of Means of Egress

		18/19.2.5/7.5

		[bookmark: Text160]     

		[bookmark: Text161]     

		[bookmark: Text162]     



		

		Dead-End Corridor

		18/19.2.5.2

		     

		     

		     



		

		Common Path of Travel

		18.2.5.3

		     

		     

		     



		

		Corridor Access

		18/19.2.5.6

		     

		     

		     



		

		

		

		

		

		



		

		Suites

		18/19.2.5.7

		     

		     

		Check All That Apply:

|_| Sleeping Suite

|_| Patient Care Non-Sleeping Suite

|_| Non-Patient Care Suite

     



		

		Suite Separation

		18/19.2.5.7.1.2

		     

		     

		     



		

		Suite Hazardous Contents Areas

		18/19.2.5.7.1.3

		     

		     

		     



		

		Suite Subdivision

		18/19.2.5.7.1.4

		     

		     

		     



		

		Sleeping Suites

		18/19.2.5.7.2

		     

		     

		     



		

		Sleeping Suite Arrangement

		18/19.2.5.7.2.1

		     

		     

		|_| (A): Exit Access to Corridor

|_| (B): Two of more Exit Access Doors, one Directly to an Exit.

|_| (C): Constant Supervision

|_| (D)(1): Patient Sleeping Rooms: 

       |_| Direct Supervision

      |_| Smoke Detection

|_| (D)(2): Total Coverage Smoke Detection System

     



		

		Sleeping Suite Number of Means of Egress

		18/19.2.5.7.2.2

		     

		     

		     



		

		Sleeping Suite Size

		18/19.2.5.7.2.3

		     

		     

		>7500 ft2  |_| Direct Supervision and Total Coverage Smoke Detection System.

     



		

		Sleeping Suite Travel Distance

		18/19.2.5.7.2.4

		     

		     

		      Travel Distance to Exit Access Door

      Travel Distance to Exit.



		

		Patient Care Non Sleeping Suite

		18/19.2.5.7.3

		     

		     

		     



		

		Patient Care Non Sleeping Suite Arrangement

		18/19.2.5.7.3.1

		     

		     

		|_| (A): Exit Access to Corridor

|_| (B): Two of more Exit Access Doors, one Directly to an Exit.

     



		

		Patient Care Non Sleeping Suite Number of Means of Egress

		18/19.2.5.7.3.2

		     

		     

		     



		

		Patient Care Non Sleeping Suite Size

		18/19.2.5.7.3.3

		     

		     

		      Shall not Exceed 10,000 ft2



		

		Patient Care Non Sleeping Suite Travel Distance

		18/19.2.5.7.3.4

		     

		     

		      Travel Distance to Exit Access Door

      Travel Distance to Exit.



		

		Non Patient Care Suite

		18/19.2.5.7.4

		     

		     

		     



		

		Travel Distance to Exits

		18/19.2.6/7.6

		     

		     

		     



		

		Discharge from Exits

		18/19.2.7/7.8

		     

		     

		     



		

		Illumination of Means of Egress

		18/19.2.8/7.8

		     

		     

		     



		

		Emergency Lighting

		18/19.2.9/7.9

		     

		     

		     



		

		Marking of Means of Egress

		18/19.2.10/7.10

		     

		     

		     



		7

		Protection of Vertical Openings

		18/19.3.1/8.2.5

		[bookmark: Text27]     

		[bookmark: Text31]     

		[bookmark: Text34]     



		8

		[bookmark: Text175]Protection from Hazards

		18/19.3.2/8.7

		     

		     

		     



		

		Hazardous Areas

		18/19.3.2.1, Table 18.3.2.1/8.7

		     

		     

		     



		

		Boiler and fuel fired heater rooms

		Table 18.3.2.1 /19.3.2.1.5(1)

		     

		     

		     



		

		Central Laundry rooms >100 ft2.

		Table 18.3.2.1 /19.3.2.1.5(2)

		     

		     

		     



		

		

		

		

		

		



		

		Laboratories w/flammables less than severe hazard

		Table 18.3.2.1 /19.3.2.1.5(8)

		     

		     

		     



		

		Laboratories w/Hazardous material considered severe

		Table 18.3.2.1 

		     

		     

		     



		

		Paint Shops w/Hazardous materials less than severe

		Table 18.3.2.1 /19.3.2.1(3)

		     

		     

		     



		

		Maintenance (repair) Shops

		Table 18.3.2.1 /19.3.2.1.5(4)

		

		

		



		

		Soiled Linen Rooms

		Table 18.3.2.1 /19.3.2.1.5(5)

		     

		     

		     



		

		Storage Rooms >50 ft2 and <100 ft2.

		Table 18.3.2.1 /18.3.6.3.11/ 19.3.2.1(7)

		     

		     

		     



		

		Storage Rooms >100 ft2.

		Table 18.3.2.1/ 19.3.2.1.5(7)

		[bookmark: Text104]     

		[bookmark: Text105]     

		[bookmark: Text106]     



		

		Trash Rooms >64 gals

		Table 18.3.2.1 /19.3.2.1(6)

		     

		     

		     



		

		Laboratories w/flammables considered Severe

		18/19.3.2.2/NFPA 99

		     

		     

		     



		

		Anesthetizing Locations

		18/19.3.2.3/ NFPA 99

		     

		     

		     



		

		Medical Gas

		18/19.3.2.4     /NFPA 99

		     

		     

		     



		

		Cooking Facilities

		18/19.3.2.5/9.2.3

		

		

		     



		

		Cooking Facilities Protected

		18/19.3.2.5.1/9.2.3

		     

		     

		     



		

		Residential Cooking Equipment for warming

		18/19.3.2.5.2

		     

		     

		     



		

		Cooking Facility serving ≤30 persons within a Smoke Compartment open to corridor

		18/19.3.2.5.3

		     

		     

		|_| Meets all 12 conditions

     



		

		Cooking Facility serving ≥30 persons within a smoke compartment separated from corridor

		18/19.3.2.5.4

		     

		     

		|_| Meets all 10 conditions and is not within a sleeping room

     



		

		Cooking Facilities Protected and not classified as a Hazardous Area

		18/19.3.2.5.5/9.2.3/

		     

		     

		     

Shall not be open to a corridor.



		

		Alcohol-Based Hand-Rub Dispensers

		18/19.3.2.6/8.7.3.1

		     

		     

		|_| Meets all 11 conditions to be non-protected

     



		

		Heliports

		18.3.2.7

		     

		     

		     



		9

		Interior Finish

		18/19.3.3/10.2

		     

		     

		Interior Walls:      

Ceilings:      

Floors:      



		

		Attic Framing

		OPWDD Regulation

		     

		     

		|_|Combustible  |_|Fire Retardant-Treated

|_|Light Gauge Steel

     



		10

		Exterior Finish

(OPWDD ONLY)

		OPWDD Regulation

		     

		     

		|_|Combustible Siding & Soffits

|_| Non-Combustible Siding & Soffits

     



		11

		Fire Alarm System

		18/19.3.4.1/9.6

		     

		     

		Indicate Type of Fire Alarm System

|_|Addressable  |_|Conventional (zoned)

     



		

		Manual Stations

		18/19.3.4.2.1/9.6.2

		     

		     

		     



		

		

		

		

		

		



		

		

		

		

		

		



		

		Manual Stations at Nurses Station in Patient sleeping areas

		18/19.3.4.2.2

		     

		     

		|_| Meets Conditions 1 & 2.

     



		

		Occupant Notification

		18/19.3.4.3.1/9.6.3

		     

		     

		|_| Visuals only in Critical Care Areas.

     



		

		Emergency Forces Notification

		18/19.3.4.3.2/9.6.4

		     

		     

		     



		

		Annunciation & Zoning

		18.3.4.3.3/9.6.7

		     

		     

		|_| Zones coincide with smoke compartments

     



		

		Fire Safety Functions

		18/19.3.4.4/9.6.5

		     

		     

		     



		

		 Detection  

		18/19.3.4.5/9.6

		[bookmark: Text121]     

		[bookmark: Text122]     

		|_| Spaces open to Corridor

|_| Nursing Home

[bookmark: Text123]     



		

		 Total Coverage Detection  

		NFPA 72

		     

		     

		     



		12

		Sprinkler System

		18/19.3.5

		     

		     

		|_|NFPA 13 Sprinkler System Required (18.3.5.4)

     



		

		Sprinkler Head  Type

		18.3.5.6

		     

		     

		|_| Quick Response

|_| Residential

     



		

		Attic Sprinklers

		OPWDD Regulation

		     

		     

		     



		

		Water Supply

		NFPA 13

		     

		     

		|_|Municipal          |_| Tank & Pump 

 |_| Pressure Tank  |_|Other: (explain)

     



		

		Alternative Extinguishing System

		18/19.3.5.5

		     

		     

		Indicate Type of System Provided and where:

     



		13

		Portable Fire Extinguishers

		18/19.3.5.12/9.7.4.1

		     

		     

		     



		14

		Corridors

		18/19.3.6

		

		

		



		

		Corridor Separation

		18/19.3.6.1

		     

		     

		Indicate all spaces that are not separated per section.

     



		

		Construction of Corridor Walls

		18/19.3.6.2

		     

		     

		     



		

		Corridor Doors

		18/19.3.6.3

		     

		     

		     



		

		Roller Latches

		18.3.6.3.9

		     

		     

		Indicate location to be provided:

     



		

		Transfer Grilles

		18/19.3.6.4

		     

		     

		     



		

		Openings

		18/19.3.6.5

		     

		     

		     



		15

		Subdivision of Building Spaces

		18/19.3.7

		

		

		     



		

		Smoke Compartments

		18/19.3.7.1

		     

		     

		     



		

		No Subdivision of Building Spaces

		18.3.7.2

		     

		     

		Indicate floor and allowable condition:

     



		

		Smoke Barrier

		18/19.3.7.3/8.5

		     

		     

		     



		

		Accumulation Space

		18/19.3.7.5

		     

		     

		Net. Ft2  per Patient

      



		

		Smoke Barrier Doors

		18/19.3.7.6

		     

		     

		     



		16

		Special Provisions

		18/19.4

		     

		     

		     



		

		High Rise Building 

		18/19.4.2/11.8

		     

		     

		     



		17

		Nonsprinklered Existing Smoke Compartment Rehabilitation

		18.4.3

		     

		     

		     



		

		Minimum Construction 

		18.4.3.2

		     

		     

		     



		

		Capacity of Means of Egress

		18.4.3.3

		     

		     

		     



		

		Travel Distance

		18.4.3.4

		     

		     

		     



		

		Hazardous Area Protection

		18.4.3.5

		     

		     

		     



		

		Interior Finish

		18.4.3.6

		     

		     

		Interior Walls:      

Ceilings:      

Floors:      



		

		Construction of Corridor walls

		18.4.3.7.1

		     

		     

		     



		

		Corridor Doors

		18.4.3.7.2

		     

		     

		     



		

		Subdivision of Building Space

		18.4.3.8
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ATTACHMENT 4


ATTACHMENT 4


Note that this attachment must be printed separately from the main Code Compliance Review form.

Complete only if the Life Safety Code Chapters 32/33 are applicable to the project.



		Date:      

		Revised Date:      



		[bookmark: Text52]Campus/Facility:      

		[bookmark: Text97]Client:      



		Project Title:      



		[bookmark: Text72]JDE #        

		



		[bookmark: Text98]Life Safety Code Chapter:       

		[bookmark: Text99]Life Safety Code Construction Classification:      



		 Number of Beds:     

		Number of Individuals with an F-Score >12:      

Note: if number of individual is greater than 5, Building shall be a Health Care Facility (New Development Only)



		FSES Utilized:        (attach copy)

		Existing Buildings Only: Number of Impractical Individuals:      





		Project Type:

Check all that apply. 

		|_|   New Building

|_|   Addition

		|_|   Renovation, Alteration

|_|   Change of Occupancy

		|_|   Change of Use

		



		Comments:      







		LEGEND:  NA: Not Applicable, NR: Not Required, NP: Not Permitted 





		No

		Topic

		LSC Code Section (unless otherwise noted)

		Required/ Allowed

		Actual

		Comment



		1

		Multiple Occupancies:

		32/33.1.3

		[bookmark: Text166]     

		[bookmark: Text167]     

		[bookmark: Text168]     



		2

		Minimum Construction Requirements, based on Evacuation Capability

		33.2.1.3

		     

		     

		|_| Prompt

|_|Slow

|_|Impractical

     



		3

		Means of Escape:

		32/33.2.2

		

		

		     



		

		Number of Means of Escape

		33.2.2.1

		     

		     

		     



		

		Primary Means of Escape

		32/33.2.2.2

		     

		     

		     



		

		Secondary Means of Escape

		32/33.2.2.3

		[bookmark: Text115]     

		[bookmark: Text117]     

		[bookmark: Text118]     



		

		Escape Window

		32/33.2.2.3.1(3)

		     

		     

		     



		

		Interior Stair

		32/33.2.2.4

		     

		     

		     



		

		Stair Enclosure

		32/33.2.2.4.1

		

		

		



		

		Doors

		32/33.2.2.5

		     

		     

		     



		

		Delayed Egress Locks

		32/33.2.2.5.5.1

		     

		     

		     



		

		Access-Controlled Egress Locks

		32/33.2.2.5.5.2

		     

		     

		     



		

		Stairs

		32/33.2.2.6/7.2.2

		     

		     

		     



		3

		Protection

		32/33.2.3

		

		

		     



		

		Vertical Openings

		32/33.2.3.1

		     

		     

		     



		

		Hazards

		32/33.2.3.2

		     

		     

		     



		

		Interior Finish

		32/33.2.3.3

		     

		     

		Interior Walls:      

Ceilings:      

Floors:      



		

		Attic Framing

		OPWDD Regulation

		     

		     

		|_|Combustible  |_|Fire Retardant-Treated

|_|Light Gauge Steel

     



		

		

		

		

		

		



		

		Exterior Finish: 



		OPWDD Regulation

		     

		     

		|_|Combustible Siding & Soffits

|_| Non-Combustible Siding & Soffits

     



		4

		Fire Alarm System

		32/33.2.3.4

		     

		     

		Indicate Type of Fire Alarm System

|_|Addressable  |_|Conventional (zoned)

     



		

		Manual Stations

		32/33.2.3.4.1/9.6

		     

		     

		     



		

		Occupant Notification

		32/33.2.3.4.2/9.6.3

		[bookmark: Text160]     

		[bookmark: Text161]     

		[bookmark: Text162]     



		

		Detection

		32/33.2.3.4.3/

9.6.2.10

		     

		     

		     



		

		Total Coverage

		NFPA 72

		     

		     

		     



		5

		Sprinkler System

		32/33.2.3.5

		     

		     

		Indicate Type of Sprinkler System

|_|NFPA 13 |_|NFPA 13R |_|NFPA 13D

     



		

		Water Supply

		NFPA 13

		     

		     

		|_|Municipal          |_| Tank & Pump 

|_| Pressure Tank   |_| Well & Pump

|_|Other: (explain)

     



		

		Attic Sprinklers 

		OPWDD Regulation

		     

		     

		     



		6

		Construction of Corridor Walls

		32/33.2.3.6

		     

		     

		     



		

		Openings 

		32/33.2.3.6.3
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